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I!lLITARY SPECIF1 CATION

REsIsTOR, VARIABLE, COIIPOSITION
GENERAL SPECIFICATION FOR

This amendment forms a part of ffl L-R-9f.E, dated 10 September 1W2,
and is approved for use by .?11 Depnrrments and Agencies of the
Department of Defense.

PAGE .2

TABLE IV, delete and substitute:

‘OTA8LE Iv. style of .merat ina shaft.

symbol $haf c

F Flatted
s slotted ,,

PAGE 7

After 3.6. S, add the foilo. iriq new paragraph:

‘83.4 .5.1 Tin plated finishes. use of tin plating is prohibited as a final finish and as an undercoat
(see 6.15.1). USe of tin-lead (Sn-Pb) finishes are acceptable pro.idcd that the minimum lead content is 3
percent. ”

PAGE 13

4.5.1.1, delete in it$ entirety and substitute:

“L.5.1.1 Inspection and production lot.

“4.5. %.1.1 Inspection (et. An inspection lot, as far as practicable, shall .xmsist of a~( resistors of
the same style, regardless of the resistance value, produced in a period not ro exceed 30 days, pmducd
under essentially the same conditions, and offered for inspection at one time.

“4.5.1 .1.2 Production lot. A producrio” lot shatl consist of alt resistors of the same style, nominal
resistance value, and resistance tolerance. manufacture of all parts in the lot shall have bee” starred,
processed, assembkl, and tested as a group. Lot identity shall be maintained thrmghout the manufacturing
process. ,’

PAGE 14

b.5.1.2.1 .3.2a., after first senteme, add:

‘mFive samples shall be selected from each production lot that formed the failed impection lot. ,’

PAGE 15

4.5.1.2.1.3.2b. , last sentence, delete and substitute:

,,*f the Lot fails this m[dembility test the lot may be remrked a second time and PeteSt Cd. If the lot
ffiils the second rework, the lot shall be considered rejected and shall not be furnished against the
requirements of the specification .&s
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DISTR1 BUTION STATEMENTA. Appmv& for public release; distribution is unlimited
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6.13, emd of last sentence, add: “and table XVI I-1 herei n.,,

Before table XVIII, add the f.atl.ming new table:
I

IITABLE XVII-1. performance rcauire.ents.

1-
Style RV2 RV4 RV5 RV6 RV7 RV8

naxim.m ambient temperature 70” C 70”C 70” c 70” c 70” c
Bt rated wattage (see figure

70” C

5)

tiaxi mumambient temperature at 120”C 120”C 120~c 120” C 120”C
zero rated .attege dere.ting

12(I”C

(see figure 6)

Power rating i“ watts 1.0 2.0 0.5 0.5
Taper A (see 3.5.3.1) 0.5 1.0

pane 1 rear 0.5
0.,?5 0.25 0-2.0 1.6-0 0.25

Tapers C and F (see 3.5.3.2)

!axiw.m ~rcent change in
resistance:

Rotational life
(see 3.10> 10 10 10 10 10

Lc%d life
10

(see 3.12) 10 10 70 70 10
!haisture resistance

(S,ee 3.13)

10

6 average 6 average 6 .9VC~~g, 6 average 6 average
10 maximum

6 average
10 maximum 10 maximum 10 maximum 10 ebaximum

Lw temperature storage
10 maximum

(see 3.14) 2 2 2 2 2
Low temperat”r.s operation

2

(see 3.15) 3 3 3 3 3
Thermat shock

3

(see 3.16) 6 4 6 4 4
Shack (specified pulse)

4

(see 3.18) 2 2 2 2 2
Vibrar ion, high frequency

2

(see 3.19) 2 2 2 2 2 2

[n?ulatio” resistance (after lW lCXI lUJ lCQ 10U
mxsture resist.mce (see 3.13)

lm
❑egohms mqohms mqohms megohms megohms megohms

?esista.ce to[era”ce *percent
[see table v) 10 and 20 10 find 20 lomd 20 10 and 20 10 and 20 10 and

20

After 6.15, add the following new paragraph:

“6.15.1 Tin plated finishes. Tin plating is prohibited (see 3.4.5.11 since it MY res. (t in tin whisker
growth. Tin whisker growth could adversely affect the operation of electronic equipment systems. For
additicaal i“f.armati.an o“ this matter refer to ASTM B545 (Standard specification for Elect redeposited
Ccating of Tin) .,,

.
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Custodians:
Army - ER
Navy - EC
Air Force - 85
NASA - !iA

Review activities:
Amy - AR, Ml
Navy - As, os
Air Force - 37, w
LILA - ES

User activities:
A,w - AT, AV, “E
Navy - MC, CG
Air Force - 19
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Preparing activity:
Army - ER

Agent:
DLA - ES
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